TECH-FAB

Europe
EXISTING LEGISLATION RELATED TO MESH FABRICS

1) EAD 040083-01-0404: External Thermal Insulation Composite Systems (ETICS) with renderings

DECEMBER 2025

Requirement on minimum quality level of mesh:
Glass-fibre mesh with tensile strengh after alkali conditioning of at least 20N/mm and at least 50% of the
initial value in accordance with EAD 040016-01-0404 Clause 2.2.7.

2) EAD 040083-01-0404: Glass fibre mesh for reinforcement of cementious and cement based
renderings

DECEMBER 2019
Requirement on minimum quality level of mesh, test method and calculation refers to EN13496:
CLAUSE 2.2.7

The average value of the tensile strength within the width of 50 mm Rsom in [N/50 mm)] and/or within the
width of 1 meter Tmaxm in [KN/m] for the rectangular or the triaxial mesh after alkalis ageing for each direction
shall be:

- 1000 N/50 mm (that's 20 N/mm) or 20 kN/m at least for both types of mesh (standard and
reinforced) and for each direction of threads;

- relative value of residual strength after alkalis ageing:
o atleast 50 % of the strength in the initial state for the standard mesh;

3) EN 13496: Determination of the mechanical properties of glass fibre meshes as reinforcement
for External Thermal Insulation Composite Systems with renders (ETICS)

JULY 2025
Specifies the test method

1 SCOPE

This document specifies equipment and procedures for determining the tensile strengh and elongation of
rectangular and triaxial glass fibre meshes which are used for the reinforcement of the base coat in external
thermal insulation composite kits with renders (ETIC kits).
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